










 

Appendix 1 
Electrical Characteristics 
The modules covered by this installation manual are listed below: 

 

Where x = “F” or “B”, yyy = output power and z = “B” or “W”  
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F11x-yyyz2 (18), F31x-yyyz2 (18) 1000 10 II 
40 12.54 4.39 10.12 3.93 

45 12.76 4.49 10.49 4.12 

F11x-yyyz2 (20), F21x-yyyz2 (20) 1000 10 II 

40 13.76 4.35 10.98 3.8 

45 13.98 4.41 11.32 3.96 

50 14.18 4.49 11.66 4.12 

F11x-yyyz2 (22) 1000 10 II 

45 15.19 4.35 12.18 3.83 

50 15.41 4.42 12.5 3.99 

55 15.6 4.49 12.83 4.12 

F11x-yyyz2 (24), F21x-yyyz2 (24), F31x-yyyz2 

(24) 
1000 10 II 

50 16.57 4.35 13.28 3.83 

55 16.82 4.42 13.64 3.99 

60 17.02 4.49 13.99 4.12 

F11x-yyyz2 (26) 1000 10 II 
55 18.02 4.37 14.47 3.86 

60 18.31 4.45 14.95 4.06 

F11x-yyyz2 (28), F21x-yyyz2 (28) 1000 10 II 
60 19.4 4.37 15.59 3.86 

65 19.72 4.45 16.1 4.06 

F11x-yyyz2 (30), F31x-yyyz2 (30) 1000 10 II 
65 20.79 4.37 16.7 3.86 

70 21.13 4.45 17.25 4.06 

F12x-yyyz2 (32), F21x-yyyz2 (32) 1000 10 II 

65 22.02 4.35 17.57 3.8 

70 22.26 4.38 17.94 3.89 

75 22.54 4.45 18.4 4.06 

F12x-yyyz2 (34) 1000 10 II 

70 23.39 4.35 18.67 3.8 

75 23.71 4.39 19.15 3.92 

80 24 4.47 19.65 4.09 

F12x-yyyz2 (36), F21x-yyyz2 (36), F31x-yyyz2 

(36) 
1000 10 II 

75 24.86 4.35 19.93 3.83 

80 25.18 4.41 20.38 3.95 

85 25.42 4.47 20.81 4.09 

F12x-yyyz2 (38) 1000 10 II 

80 26.24 4.35 21.03 3.83 

85 26.58 4.41 21.51 3.95 

90 26.83 4.47 21.96 4.09 

F12x-yyyz2 (40), F21x-yyyz2 (40) 1000 10 II 

85 27.62 4.35 22.14 3.83 

90 27.98 4.41 22.64 3.95 

95 28.24 4.47 23.12 4.09 

F12x-yyyz2 (42), F31x-yyyz2 (42) 1000 10 II 

90 29 4.35 23.25 3.83 

95 29.38 4.41 23.77 3.95 

100 29.65 4.47 24.28 4.09 

F12x-yyyz2 (44), F21x-yyyz2 (44) 1000 10 II 

90 30.27 4.35 24.16 3.8 

95 30.6 4.38 24.66 3.89 

100 30.89 4.44 25.12 4.02 

105 31.2 4.49 25.65 4.12 

Standard test conditions (STC): 1000W/m2, 25°C, AM 1.5 Spectrum.  
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F12x-yyyz2 (46) 1000 10 II 

95 31.65 4.35 25.25 3.8 

100 31.99 4.38 25.78 3.89 

105 32.29 4.44 26.27 4.02 

110 32.61 4.49 26.82 4.12 

F12x-yyyz2 (48), F21x-yyyz2 (48), F31x-yyyz2 

(48) 
1000 10 II 

100 33.02 4.35 26.35 3.8 

105 33.38 4.38 26.9 3.89 

110 33.7 4.44 27.41 4.02 

115 34.03 4.49 27.98 4.12 

F12x-yyyz2 (50) 1000 10 II 

105 34.4 4.35 27.45 3.8 

110 34.78 4.38 28.03 3.89 

115 35.1 4.44 28.55 4.02 

120 35.45 4.49 29.15 4.12 

F12x-yyyz2 (52), F21x-yyyz2 (52) 1000 10 II 

110 35.91 4.35 28.78 3.83 

115 36.3 4.39 29.28 3.92 

120 36.5 4.44 29.69 4.02 

125 36.87 4.49 30.32 4.12 

F13x-yyyz2 (54), F31x-yyyz2 (54) 1000 10 II 

115 37.29 4.35 29.89 3.83 

120 37.77 4.41 30.56 3.95 

125 37.96 4.46 30.94 4.06 

130 38.29 4.49 31.48 4.12 

F13x-yyyz2 (56), F21x-yyyz2 (56) 1000 10 II 

115 38.53 4.35 30.74 3.8 

120 38.81 4.36 31.25 3.86 

125 39.17 4.41 31.7 3.95 

130 39.37 4.46 32.09 4.06 

135 39.7 4.49 32.65 4.12 

F13x-yyyz2 (58) 1000 10 II 

120 39.9 4.35 31.84 3.8 

125 40.19 4.36 32.36 3.86 

130 40.57 4.41 32.83 3.95 

135 40.77 4.46 33.23 4.06 

140 41.12 4.49 33.81 4.12 

F13x-yyyz2 (60), F21x-yyyz2 (60), F31x-yyyz2 

(60) 
1000 10 II 

125 41.28 4.35 32.94 3.8 

130 41.73 4.38 33.63 3.89 

135 42.06 4.42 34.14 3.99 

140 42.18 4.46 34.38 4.06 

145 42.54 4.49 34.98 4.12 

F13x-yyyz2 (62) 1000 10 II 

130 42.66 4.35 34.04 3.8 

135 43.12 4.38 34.75 3.89 

140 43.46 4.42 35.28 3.99 

145 43.59 4.46 35.53 4.06 

150 43.96 4.49 36.15 4.12 

Standard test conditions (STC): 1000W/m2, 25°C, AM 1.5 Spectrum. 
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F13x-yyyz2 (64), F22x-yyyz2 (64) 1000 10 II 

135 44.03 4.35 35.14 3.8 

140 44.51 4.38 35.87 3.89 

145 44.86 4.42 36.42 3.99 

150 44.99 4.46 36.67 4.06 

155 45.38 4.49 37.31 4.12 

F13x-yyyz2 (66), F31x-yyyz2 (66) 1000 10 II 

140 45.57 4.35 36.53 3.83 

145 46.07 4.39 37.16 3.92 

150 46.27 4.42 37.55 3.99 

155 46.4 4.46 37.82 4.06 

160 46.79 4.49 38.48 4.12 

F13x-yyyz2 (68), F22x-yyyz2 (68) 1000 10 II 

140 46.78 4.35 37.33 3.8 

145 47.12 4.36 37.94 3.86 

150 47.46 4.39 38.28 3.92 

155 47.67 4.42 38.69 3.99 

160 47.8 4.46 38.96 4.06 

165 48.21 4.49 39.64 4.12 

F13x-yyyz2 (70) 1000 10 II 

145 48.16 4.35 38.43 3.8 

150 48.51 4.36 39.06 3.86 

155 48.86 4.39 39.41 3.92 

160 49.07 4.42 39.83 3.99 

165 49.21 4.46 40.11 4.06 

170 49.63 4.49 40.81 4.12 

F13x-yyyz2 (72), F22x-yyyz2 (72), F31x-yyyz2 

(72) 
1000 10 II 

150 49.54 4.35 39.53 3.8 

155 49.9 4.36 40.18 3.86 

160 50.26 4.39 40.54 3.92 

165 50.54 4.44 41.11 4.02 

170 50.8 4.46 41.54 4.07 

175 51.05 4.49 41.98 4.12 

F13x-yyyz2 (74 1000 10 II 

155 50.91 4.35 40.63 3.8 

160 51.28 4.36 41.29 3.86 

165 51.65 4.39 41.66 3.92 

170 51.95 4.44 42.25 4.02 

175 52.21 4.46 42.7 4.07 

180 52.47 4.49 43.14 4.12 

F14x-yyyz2 (76), F22x-yyyz2 (76) 1000 10 II 

160 52.29 4.35 41.72 3.8 

165 52.67 4.36 42.41 3.86 

170 53.16 4.41 43.02 3.95 

175 53.43 4.46 43.55 4.06 

180 53.66 4.47 43.93 4.09 

185 53.88 4.49 44.31 4.12 

                  

Standard test conditions (STC): 1000W/m2, 25°C, AM 1.5 Spectrum. 
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F14x-yyyz2 (78), F31x-yyyz2 (78) 1000 10 II 

165 53.66 4.35 42.82 3.8 

170 54.25 4.38 43.72 3.89 

175 54.68 4.42 44.38 3.99 

180 54.83 4.46 44.69 4.06 

185 55.3 4.49 45.47 4.12 

F14x-yyyz2 (80), F22x-yyyz2 (80) 1000 10 II 

165 55.04 4.35 43.92 3.8 

170 55.44 4.36 44.64 3.86 

175 55.84 4.39 45.04 3.92 

180 56.08 4.42 45.52 3.99 

185 56.24 4.46 45.84 4.06 

190 56.72 4.49 46.64 4.12 

F14x-yyyz2 (82) 1000 10 II 

170 56.42 4.35 45.02 3.8 

175 56.83 4.36 45.76 3.86 

180 57.24 4.39 46.17 3.92 

185 57.48 4.42 46.66 3.99 

190 57.65 4.46 46.99 4.06 

195 58.14 4.49 47.81 4.12 

F14x-yyyz2 (84), F22x-yyyz2 (84), F31x-yyyz2 

(84) 
1000 10 II 

175 57.79 4.35 46.12 3.8 

180 58.21 4.36 46.87 3.86 

185 58.63 4.39 47.29 3.92 

190 58.88 4.42 47.8 3.99 

195 59.05 4.46 48.13 4.06 

200 59.56 4.49 48.97 4.12 

F14x-yyyz2 (86) 1000 10 II 

180 59.17 4.35 47.21 3.8 

185 59.6 4.36 47.99 3.86 

190 60.03 4.39 48.42 3.92 

195 60.29 4.42 48.93 3.99 

200 60.46 4.46 49.28 4.06 

205 60.97 4.49 50.14 4.12 

F14x-yyyz2 (88), F22x-yyyz2 (88) 1000 10 II 

185 60.54 4.35 48.31 3.8 

190 60.98 4.36 49.1 3.86 

195 61.42 4.39 49.54 3.92 

200 61.69 4.42 50.07 3.99 

205 61.86 4.46 50.42 4.06 

210 62.39 4.49 51.3 4.12 

F14x-yyyz2 (90), F31x-yyyz2 (90) 1000 10 II 

190 61.92 4.35 49.41 3.8 

195 62.37 4.36 50.22 3.86 

200 62.82 4.39 50.67 3.92 

205 63.09 4.42 51.21 3.99 

210 63.27 4.46 51.57 4.06 

215 63.81 4.49 52.47 4.12 

Standard test conditions (STC): 1000W/m2, 25°C, AM 1.5 Spectrum. 

  



Where x = “F” or “B”, yyy = output power and z = “B” or “W”  
        

Model 
Maximum System 

Voltage, (Vdc) 

Maximum 

Series Fuse, (A) 

Class (IEC 

61140) P
m

a
x

 (
W

) 

V
o

c 
(V

) 

Is
c 

(A
) 

V
m

p
p

 (
V

) 

Im
p

p
 (

A
) 

± 5% ± 10% 
± 

10% 

F14x-yyyz2 (92), F22x-yyyz2 (92) 1000 10 II 

190 63.3 4.35 50.51 3.8 

195 63.53 4.35 50.92 3.83 

200 63.76 4.36 51.34 3.86 

205 64.22 4.39 51.8 3.92 

210 64.49 4.42 52.35 3.99 

215 64.68 4.46 52.72 4.06 

220 65.23 4.49 53.64 4.12 

F14x-yyyz2 (94) 1000 10 II 

195 64.67 4.35 51.61 3.8 

200 65.14 4.36 52.45 3.86 

205 65.61 4.39 52.92 3.92 

210 65.75 4.41 53.2 3.95 

215 65.89 4.42 53.49 3.99 

220 66.08 4.46 53.86 4.06 

225 66.65 4.49 54.8 4.12 

F14x-yyyz2 (96), F22x-yyyz2 (96), F32x-yyyz2 

(96) 
1000 10 II 

200 66.05 4.35 52.7 3.8 

205 66.53 4.36 53.57 3.86 

210 67.01 4.39 54.05 3.92 

215 67.15 4.41 54.34 3.95 

220 67.3 4.42 54.62 3.99 

225 67.49 4.46 55.01 4.06 

230 68.06 4.49 55.97 4.12 

F14x-yyyz2 (98) 1000 10 II 

205 67.42 4.35 53.8 3.8 

210 67.91 4.36 54.68 3.86 

215 68.4 4.39 55.17 3.92 

220 68.7 4.42 55.76 3.99 

225 68.8 4.44 55.96 4.02 

230 68.89 4.46 56.15 4.06 

235 69.48 4.49 57.13 4.12 

F15x-yyyz2 (100), F22x-yyyz2 (100) 1000 10 II 

210 68.8 4.35 54.9 3.8 

215 69.3 4.36 55.8 3.86 

220 69.8 4.39 56.3 3.92 

225 70.1 4.42 56.9 3.99 

230 70.2 4.44 57.1 4.02 

235 70.3 4.46 57.3 4.06 

240 70.9 4.49 58.3 4.12 

F15x-yyyz2 (102), F32x-yyyz2 (102) 1000 10 II 

215 70.18 4.35 56 3.8 

220 70.69 4.36 56.92 3.86 

225 71.2 4.39 57.43 3.92 

230 71.5 4.42 58.04 3.99 

235 71.71 4.46 58.45 4.06 

240 72.01 4.47 58.96 4.09 

245 72.32 4.49 59.47 4.12 

Standard test conditions (STC): 1000W/m2, 25°C, AM 1.5 Spectrum. 
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F15x-yyyz2 (104), F22x-yyyz2 (104) 1000 10 II 

215 71.55 4.35 57.1 3.8 

220 71.81 4.35 57.56 3.83 

225 72.07 4.36 58.03 3.86 

230 72.59 4.39 58.55 3.92 

235 72.9 4.42 59.18 3.99 

240 73.11 4.46 59.59 4.06 

245 73.42 4.47 60.11 4.09 

250 73.74 4.49 60.63 4.12 

F15x-yyyz2 (106) 1000 10 II 

220 72.93 4.35 58.19 3.8 

225 73.19 4.35 58.67 3.83 

230 73.46 4.36 59.15 3.86 

235 73.99 4.39 59.68 3.92 

240 74.31 4.42 60.31 3.99 

245 74.52 4.46 60.74 4.06 

250 74.84 4.47 61.27 4.09 

255 75.15 4.49 61.8 4.12 

F15x-yyyz2 (108), F23x-yyyz2 (108), F32x-yyyz2 

(108) 
1000 10 II 

225 74.3 4.35 59.29 3.8 

230 74.84 4.36 60.26 3.86 

235 75.11 4.38 60.53 3.89 

240 75.38 4.39 60.8 3.92 

245 75.71 4.42 61.45 3.99 

250 75.92 4.46 61.88 4.06 

255 76.25 4.47 62.42 4.09 

260 76.57 4.49 62.96 4.12 

F15x-yyyz2 (110) 1000 10 II 

230 75.68 4.35 60.39 3.8 

235 76.23 4.36 61.38 3.86 

240 76.51 4.38 61.66 3.89 

245 76.78 4.39 61.93 3.92 

250 77.11 4.42 62.59 3.99 

255 77.33 4.46 63.03 4.06 

260 77.66 4.47 63.58 4.09 

265 77.99 4.49 64.13 4.12 

F15x-yyyz2 (112), F23x-yyyz2 (112) 1000 10 II 

235 77.06 4.35 61.49 3.8 

240 77.62 4.36 62.5 3.86 

245 78.18 4.39 63.06 3.92 

250 78.34 4.41 63.39 3.95 

255 78.51 4.42 63.73 3.99 

260 78.74 4.46 64.18 4.06 

265 79.07 4.47 64.74 4.09 

270 79.41 4.49 65.3 4.12 

Standard test conditions (STC): 1000W/m2, 25°C, AM 1.5 Spectrum. 
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F32x-yyyz2 (114) 1000 10 II 

240 78.43 4.35 62.59 3.8 

245 79 4.36 63.61 3.86 

250 79.57 4.39 64.18 3.92 

255 79.74 4.41 64.52 3.95 

260 79.91 4.42 64.87 3.99 

265 80.14 4.46 65.32 4.06 

270 80.48 4.47 65.89 4.09 

275 80.83 4.49 66.46 4.12 

F23x-yyyz2 (116) 1000 10 II 

240 79.81 4.35 63.68 3.8 

245 80.1 4.35 64.21 3.83 

250 80.39 4.36 64.73 3.86 

255 80.97 4.39 65.31 3.92 

260 81.14 4.41 65.66 3.95 

265 81.32 4.42 66 3.99 

270 81.55 4.46 66.47 4.06 

275 81.9 4.47 67.05 4.09 

280 82.24 4.49 67.63 4.12 

F23x-yyyz2 (120), F32x-yyyz2 (120) 1000 10 II 

250 82.56 4.35 65.88 3.8 

255 82.86 4.35 66.42 3.83 

260 83.16 4.36 66.96 3.86 

265 83.76 4.39 67.56 3.92 

270 84.12 4.42 68.28 3.99 

275 84.24 4.44 68.52 4.02 

280 84.36 4.46 68.76 4.06 

285 84.72 4.47 69.36 4.09 

290 85.08 4.49 69.96 4.12 

F23x-yyyz2 (124) 1000 10 II 

260 85.31 4.35 68.08 3.8 

265 85.93 4.36 69.19 3.86 

270 86.24 4.38 69.5 3.89 

275 86.55 4.39 69.81 3.92 

280 86.92 4.42 70.56 3.99 

285 87.05 4.44 70.8 4.02 

290 87.17 4.46 71.05 4.06 

295 87.54 4.47 71.67 4.09 

300 87.92 4.49 72.29 4.12 

F32x-yyyz2 (126) 1000 10 II 

265 86.69 4.35 69.17 3.8 

270 87.32 4.36 70.31 3.86 

275 87.63 4.38 70.62 3.89 

280 87.95 4.39 70.94 3.92 

285 88.33 4.42 71.69 3.99 

290 88.45 4.44 71.95 4.02 

295 88.58 4.46 72.2 4.06 

300 88.96 4.47 72.83 4.09 

305 89.33 4.49 73.46 4.12 

Standard test conditions (STC): 1000W/m2, 25°C, AM 1.5 Spectrum. 

  



Where x = “F” or “B”, yyy = output power and z = “B” or “W”  
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F23x-yyyz2 (128) 1000 10 II 

265 88.06 4.35 70.27 3.8 

270 88.38 4.35 70.85 3.83 

275 88.7 4.36 71.42 3.86 

280 89.34 4.39 72.06 3.92 

285 89.54 4.41 72.45 3.95 

290 89.73 4.42 72.83 3.99 

295 89.86 4.44 73.09 4.02 

300 89.98 4.46 73.34 4.06 

305 90.75 4.49 74.62 4.12 

F23x-yyyz2 (132), F32x-yyyz2 (132) 1000 10 II 

275 90.82 4.35 72.47 3.8 

280 91.15 4.35 73.06 3.83 

285 91.48 4.36 73.66 3.86 

290 92.14 4.39 74.32 3.92 

295 92.33 4.41 74.71 3.95 

300 92.53 4.42 75.11 3.99 

305 92.8 4.46 75.64 4.06 

310 93.19 4.47 76.3 4.09 

315 93.59 4.49 76.96 4.12 

F23x-yyyz2 (136) 1000 10 II 

285 93.57 4.35 74.66 3.8 

290 93.91 4.35 75.28 3.83 

295 94.25 4.36 75.89 3.86 

300 94.93 4.39 76.57 3.92 

305 95.13 4.41 76.98 3.95 

310 95.34 4.42 77.38 3.99 

315 95.61 4.46 77.93 4.06 

320 96.02 4.47 78.61 4.09 

325 96.42 4.49 79.29 4.12 

F32x-yyyz2 (138) 1000 10 II 

290 94.94 4.35 75.76 3.8 

295 95.63 4.36 77 3.86 

300 95.98 4.38 77.35 3.89 

305 96.32 4.39 77.69 3.92 

310 96.53 4.41 78.11 3.95 

315 96.74 4.42 78.52 3.99 

320 97.01 4.46 79.07 4.06 

325 97.43 4.47 79.76 4.09 

330 97.84 4.49 80.45 4.12 

Standard test conditions (STC): 1000W/m2, 25°C, AM 1.5 Spectrum. 

  



Where x = “F” or “B”, yyy = output power and z = “B” or “W”  
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F23x-yyyz2 (140) 1000 10 II 

290 96.32 4.35 76.86 3.8 

295 96.67 4.35 77.49 3.83 

300 97.02 4.36 78.12 3.86 

305 97.37 4.38 78.47 3.89 

310 97.72 4.39 78.82 3.92 

315 98.14 4.42 79.66 3.99 

320 98.28 4.44 79.94 4.02 

325 98.42 4.46 80.22 4.06 

330 98.84 4.47 80.92 4.09 

335 99.26 4.49 81.62 4.12 

F23x-yyyz2 (144), F32x-yyyz2 (144) 1000 10 II 

300 99.07 4.35 79.06 3.8 

305 99.43 4.35 79.7 3.83 

310 99.79 4.36 80.35 3.86 

315 100.15 4.38 80.71 3.89 

320 100.51 4.39 81.07 3.92 

325 100.94 4.42 81.94 3.99 

330 101.09 4.44 82.22 4.02 

335 101.23 4.46 82.51 4.06 

340 101.66 4.47 83.23 4.09 

345 102.1 4.49 83.95 4.12 

F23x-yyyz2 (148) 1000 10 II 

310 101.82 4.35 81.25 3.8 

315 102.19 4.35 81.92 3.83 

320 102.56 4.36 82.58 3.86 

325 103.3 4.39 83.32 3.92 

330 103.53 4.41 83.77 3.95 

335 103.75 4.42 84.21 3.99 

340 103.9 4.44 84.51 4.02 

345 104.04 4.46 84.8 4.06 

350 104.49 4.47 85.54 4.09 

355 104.93 4.49 86.28 4.12 

F32x-yyyz2 (150) 1000 10 II 

315 103.2 4.35 82.35 3.8 

320 103.58 4.35 83.03 3.83 

325 103.95 4.36 83.7 3.86 

330 104.7 4.39 84.45 3.92 

335 104.93 4.41 84.9 3.95 

340 105.15 4.42 85.35 3.99 

345 105.3 4.44 85.65 4.02 

350 105.45 4.46 85.95 4.06 

355 105.9 4.47 86.7 4.09 

360 106.35 4.49 87.45 4.12 

Standard test conditions (STC): 1000W/m2, 25°C, AM 1.5 Spectrum. 

  



Where x = “F” or “B”, yyy = output power and z = “B” or “W”  
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F24x-yyyz2 (152) 1000 10 II 

315 104.58 4.35 83.45 3.8 

320 104.96 4.35 84.13 3.83 

325 105.34 4.36 84.82 3.86 

330 105.72 4.38 85.2 3.89 

335 106.1 4.39 85.58 3.92 

340 106.32 4.41 86.03 3.95 

345 106.55 4.42 86.49 3.99 

350 106.7 4.44 86.79 4.02 

355 106.86 4.46 87.1 4.06 

360 107.31 4.47 87.86 4.09 

365 107.77 4.49 88.62 4.12 

F24x-yyyz2 (156), F32x-yyyz2 (156) 1000 10 II 

325 107.33 4.35 85.64 3.8 

330 107.72 4.35 86.35 3.83 

335 108.11 4.36 87.05 3.86 

340 108.5 4.38 87.44 3.89 

345 108.89 4.39 87.83 3.92 

350 109.12 4.41 88.3 3.95 

355 109.36 4.42 88.76 3.99 

360 109.51 4.44 89.08 4.02 

365 109.67 4.46 89.39 4.06 

370 110.14 4.47 90.17 4.09 

375 110.6 4.49 90.95 4.12 

F24x-yyyz2 (160) 1000 10 II 

335 110.08 4.35 87.84 3.8 

340 110.48 4.35 88.56 3.83 

345 110.88 4.36 89.28 3.86 

350 111.28 4.38 89.68 3.89 

355 111.68 4.39 90.08 3.92 

360 111.92 4.41 90.56 3.95 

365 112.16 4.42 91.04 3.99 

370 112.48 4.46 91.68 4.06 

375 112.8 4.47 92.21 4.08 

380 113.12 4.48 92.75 4.1 

385 113.44 4.49 93.28 4.12 

Standard test conditions (STC): 1000W/m2, 25°C, AM 1.5 Spectrum. 

  



Where x = “F” or “B”, yyy = output power and z = “B” or “W”  
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F33x-yyyz2 (162) 1000 10 II 

340 111.46 4.35 88.94 3.8 

345 111.86 4.35 89.67 3.83 

350 112.27 4.36 90.4 3.86 

355 112.67 4.38 90.8 3.89 

360 113.08 4.39 91.21 3.92 

365 113.56 4.42 92.18 3.99 

370 113.72 4.44 92.5 4.02 

375 113.89 4.46 92.83 4.06 

380 114.21 4.47 93.37 4.08 

385 114.53 4.48 93.91 4.1 

390 114.86 4.49 94.45 4.12 

F24x-yyyz2 (164) 1000 10 II 

340 112.83 4.35 90.04 3.8 

345 113.11 4.35 90.53 3.82 

350 113.38 4.36 91.02 3.84 

355 113.65 4.36 91.51 3.86 

360 114.47 4.39 92.33 3.92 

365 114.72 4.41 92.82 3.95 

370 114.96 4.42 93.32 3.99 

375 115.13 4.44 93.64 4.02 

380 115.29 4.46 93.97 4.06 

385 115.62 4.47 94.52 4.08 

390 115.95 4.48 95.07 4.1 

395 116.28 4.49 95.61 4.12 

F24x-yyyz2 (168), F33x-yyyz2 (168) 1000 10 II 

350 115.58 4.35 92.23 3.8 

355 116 4.35 92.99 3.83 

360 116.42 4.36 93.74 3.86 

365 116.84 4.38 94.16 3.89 

370 117.26 4.39 94.58 3.92 

375 117.52 4.41 95.09 3.95 

380 117.77 4.42 95.59 3.99 

385 117.94 4.44 95.93 4.02 

390 118.1 4.46 96.26 4.06 

395 118.44 4.47 96.82 4.08 

400 118.78 4.48 97.38 4.1 

405 119.11 4.49 97.94 4.12 

Standard test conditions (STC): 1000W/m2, 25°C, AM 1.5 Spectrum. 

 


